
TECHNICAL DATA

STORAGE RACK - LR2000

UPRIGHT PROFILE

Type Unit Value
Material Stahl S-235 JR
Dimensions mm 55 x 45 x 1.5
Perforation mm 50 grid

Surface
Powder coated in 

RAL 5005 signal blue

Profile construction T-profile shape
Manufacture Cold rolled profile
Bay load kg 2000
Depths mm 400, 600, 800, 1200

Upright heights (mm) Weight of one upright profile (kg)
2000 3.6
2500 4.4
3000 5.3
3500 6.1
4000 6.98

CROSSBAR

BEAMS

FOOT PLATE

Type Unit Value

400 mm shelf depth
0.22 kg, 355 mm long 
Hole spacing 326 mm

600 mm shelf depth
0.35 kg, 555 mm long
Hole spacing 526 mm

800 mm shelf depth
0.47 kg, 755 mm long
Hole spacing 726 mm

1200 mm shelf depth
0.68 kg, 1150 mm long
Hole spacing 1125 mm

Profile shape C-profile
Surface Powder coated in RAL 5005 signal blue
Material thickness mm 1.5

DIAGONAL BRACE

Type Unit Value

400 mm shelf depth
0.43 kg, 715 mm long
Hole spacing 683 mm

600 mm shelf depth
0.50 kg, 830 mm long
Hole spacing 803 mm

800 mm shelf depth
0.60 kg, 970 mm long
Hole spacing 942 mm

1200 mm shelf depth
0.77 kg, 1305 mm long
Hole spacing 1276 mm

Profile shape C-profile
Surface Powder coated in RAL 5005 signal blue
Material thickness mm 1.5

2 m 2.5 m 3 m 3.5 m 4 m
Cross braces 3 2 2 3 3
Diagonal braces 2 3 4 4 5

Support surface beam (mm) Complete length
between the uprights (mm) Width (mm) Height (mm) Depth (mm) Weight (kg)

1100 1110 55 45 1.5 2.8
2200 2210 55 45 1.5 5.1

Type Unit Value
Material Steel, galvanised
Dimensions mm 155 x 70 x 40
Material thickness mm 1.5

NUMBER OF CROSS BRACES AND DIAGONAL BRACES PER STAND

All data refers to evenly distributed loads!

Type Value
Material Steel S-235 JR
Profile construction Step profile cross member

Fastening
Hook lugs on each side of the crossbar for suspen-

sion, Secured by safety pin

Surface Powder-coated in RAL 2004 pure orange

Manufacture Cold-rolled, folded sheet steel, welded joints

Load 1100 mm 500 kg
Load 2200 mm 500 kg


